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Related OS  

Abstract How To Setup WebOP and OMRON CP1L_CP1H 

Keyword 
OMRON/ CP1L/ CP1H 

 

Related Product WOP-2000 Series/ WOP-3000 Series/ Panel Express 

 

 Problem Description:  

 

This tech. note introduces how to connect OMRON CP1L/CP1H CPU port with PanelMaster HMI.  
(For OMRON CP1L/CP1H Series CPU Driver use, we used the CP1H to test this driver.) 

 

      

 

 

 

 Brief Solution - Step by Step: 

 

 

 

 

 

 

 

 

 

 

 

 

RS232 Serial Port 

 

RS422 Serial Port 
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1. CP1L/CP1H setting: 

(a) Use “CX Programmer” software to link with the CP1L/CP1H PLC via its USB communication port, and 

then double click “Setting” option to set the Serial Port format. 

Standard (9600; 1,7,2,E) or Custom (Baud; Format; Mode: Host Link; Unit No.) 
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HMI Setting 

1. Select 【Device/Server： OMRON Corporation → Sysmac CS/CJ Series (FINS)】 

 
 

Set the HMI link port parameter identical with PLC communication parameter   
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PLC Device List 

Bit Devices: 

 
Word Devices: 
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Connection Cable diagram 

RS422  Module 

 CJ1W-CIF11 / CP1W-CIF11 

HMI Com1  XGK CPUE 

D-Sub 9pin male  D-Sub 9pin male 

TX+ 1  1 RDA- 

 2  2 RDB+ 

 3  3 SDA- 

RX+ 4  4 SDB+ 

SG 5  5 FG 

 TX- 6  6 

 7  7  

 8  8  

RX- 9  9  

 

HMI Side                      PLC Cable Side 

COM2 4-PIN Terminal Block            Serial Port 9-PIN Male (RS422) 

TX+  --------------------------   RDB+ 

RX+  --------------------------   SDB+ 

TX-   ------------------------    RDA- 

RX-   ------------------------    SDA- 

 

 

 Reference: 
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