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B Problem Description & Architecture:

This FAQ instructs user how to use mobile phone browser to see WebAccess Dashboard.
B Brief Solution - Step by Step:

1.
2.
3.

Check project ip is your NB name or set physical ip. Cannot set 127.0.0.1
Create a project and scada.
Create an analog constant tag. Ex : water

e @ hitp//localhost/broadWeb/bwhlain.asp?pos=projectpid=8&ProjName=20190704

@ Tag : water L1

Tag Property Delete

W Tag: 20190704 +scada + water
rea
textTest A Tag Type Constant (analog)
s Tag Name water
vl
= Description Description
3
w3 Scan Type Constant Scan
VARI
VAR2 LogData No
VAR3
- Datalog Dead Band 3 %
water
yellow Write ActionLog Yes
‘3 System Pomt Read Oaly No
time
— B e Keep Previous Value No
T Initial Value 0
ABMILGX Security area
ABPLC3
ABPLCEIP Security level 50
ABSLC3
DU 5 hi,
AceFAM3 panhigh 100
ADAMIK Span low 0
ADAMAK . ap
ADAMS560 Output High Limit 100
ADAMSKASC Qutput Low Limit 0
ADAMSKE
ADAMSK Eag Usit
ADMIO . I
— Dusplay digits(integer) 4
AdvDAinfo ]
AdvPAC Display digits{fraction) 2
AE6000
A=i349T2A Log To ODBC Frequency 0
AlienRFID Analog Change Log  No
APAX

Download project and start kernel

Click edit Dashboard
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6. Drag “meter and text” to panel. Add water tag like below.

untitled_1

WebAccess Dashboard

fRfRmT

¢ =8

7. check change point information water value to 90, dashboard will show 90 value too.

Point Info

Tag Hame: water

Description: Description

water

D2_FREQ_CMD

Tag Type: RANALOGZ P2_FREQ FB
Scan Type: CONSTAZNT SCAN D2 STRAIUS
Port: -3 (CONSTANT) FZ_WRTER
Span High: 100.00 red
textTest
Span Low : 0.00 time
Engineering Unit: universe
wl
wa
Talue: S0._00 3
VARl
VLn2
WAR3
waterl
yellow -
| 1O Tag ViewDAQ |
Accumulation ‘ Port | | Port 4 ||ZI
Caloultion | Ponz | Pons |
Gato Changs Acknowledee | Edt | Constnt | Pont3 |  Pons |EI
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Ww‘ WebAccess Dashboard

8. make Webaccess’s PC wifi connect to mobile phone’s hotspot
Webaccess’s PC wifi

iPhone Huang
&L

Advantecher
=F

WISE Paa5 lloT_2.4

Advantech-Guest

Advantecher-Mobile
Z2F

lloT-Training

TEI3E
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mobile phone’s hotspot

IR ST 3
HiERERTLARE Wi-Fi IEFRBIZETA NPhones

Wi-Fi &5 XTxxxx01xx

W|aY T'wi-Fiy A2 MIF lPhone)

1 Gt TRAEEE

&=
2 AEBTEARAES -

1 #% iPhone B e
2 {f iPhone 85— THCE SIS\ BE LT

3 % iPhone &3S A% -

%5 %R IT iPhone

9. use mobile phone camera to scan QR code

W hitp://localhost:8081/WADashboard/dashboardViewer

W Dashboard Editor W Dashboard Viewer W Dashboard Viewer X |[T

http://localhost:8081/WADashbo
ard/dashboardViewer?projectNa
me1=20190704&recld=fff_1571
125030471_25211

SR
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10. On iphone, safari will run the link. Please modify localhost to 172.20.10.2
Ex: http://172.20.10.2:8081/WADashboard/dashboardViewer?projectName1=20190704&recld
=fff_1571125030471_25211

3:50 wll 4G .
AA 172.20.10.2 ¢

— WebAccess Dashboard

Meter With Text

B Pin Definition (in case of serial connection):

B Reference:
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