








Figure 3.6 Full Quantity of Memory Installed
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3.3.3

First remove the baffle as shown in the picture below. Pull out the disk tray.

Figure 3.7 Removing the HDD Baffle

Use the screws in the accessory box to fix the hard disk onto the tray, and push it into
the disk drawer. We have 4 disk drawers in total for a maximum of 4 hard disks.
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Figure 3.8 Attaching the Hard Disk

You may add one M.2 hard disk in the position shown below.
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Figure 3.9 Installing an M.2 Disk into Position

3.34

You can install one proprietary PCI/PCle card without opening the chassis on the
back panel in the position shown below after removing the baffle. You can find the
proprietary card list in Section 2.7.1.
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Figure 3.10 Proprietary PCI/PCle Card Installation Position
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3.3.5 Installing a Low-Profile PCle Card

You can install 4 low-profile PCle cards in most in the positions shown below.

Figure 3.11 Low-Profile PCle Card Installation Position
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Please verify specifications before quoting. This guide is intended for reference
purposes only.

All product specifications are subject to change without notice.

No part of this publication may be reproduced in any form or by any means,
such as electronically, by photocopying, recording, or otherwise, without prior
written permission from the publisher.

All brand and product names are trademarks or registered trademarks of their
respective companies.
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