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說明 

FANUC FOCAS is a set of library files that can use to access the information 

from FANUC CNC controller. 

The available information: 

1. CNC status 

2. Part count information 

3. Program (name, number, size, modified date) 

4. Spindle load 

5. Position data 

6. Tool & work offsets 

7. Alarm number & text 

8. PMC data 

9. Feed Rate Overrides 

10. and more…. 

FOCAS library is installed on the most FANUC i-series controllers and for 

some older version that is an option. 

 

Rare Option Standard 

0i-A 0i-B/C 0i-D 

16i-A 16i-B 30i 

18i-A 18i-B 31i 

21i-A 21i-B 32i 

 160i 300i 

 180i 310i 

 210i 320i 
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參考文件: 

FANUC Series 0i Model D MAINTENANCE MANUAL (B64305EN) 

 

STEP 0: 確認控制器有無安裝 FOCAS 

 

針對 0i-A/B/C, 16i, 18i, 21i, 160i, 180i, 210i 系列的控制器要先判斷

控制器出廠有無安裝 FOCAS 

 按 SYSTEM 後,右鍵尋找 ETHPRM, 若沒有此參數即代表控制器

不支持網路介面 

 在 ETHPRM 下有 EMBED, 按下後即應出現 TCP/IP 選項,切換下

頁應會出現 FOCAS 參數 

 在 ETHPRM 下沒有 EMBED, 但是有 BOARD 的選項, 按下後即

應出現TCP/IP選項,執行下頁尋找FOCAS參數, 如果未找到該參

數即代表出廠沒有安裝 FOCAS, 可以尋求 FANUC 原廠購買

FOCAS OPTION 

 在 ETHPRM 下僅有 PCMCIA 即代表出廠沒有安裝 FOCAS, 可

以尋求 FANUC 原廠購買 FOCAS OPTION 
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STEP 1: FOCAS2/Ethernet Setting 
 

 

EMBED ->COMMON & FOCAS2 

FOCAS2 ->COMMON & FOCAS2 

 

Item Description 

MAC ADDRESS Embedded Ethernet MAC address 

IP ADDRESS Specify the IP address of the embedded Ethernet. 

SUBNET MASK Specify a mask address for the IP addresses of the 

network. 

ROUTER IP 

ADDRESS 

Specify the IP address of the router. 

Specify this item when the network contains a router 

AVAILABLE DEVICE Enabled device of the embedded Ethernet. 

Either the embedded Ethernet port or the PCMCIA 

Ethernet card is displayed. 
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Item Description 

PORT NUMBER 

(TCP) 

Specify a port number to be used with the 

FOCAS2/Ethernet function. The valid input range is 

5001 to 65535. 

PORT NUMBER 

(UDP) 

Set this item to 0 when it is used as the 

FOCAS2/Ethernet function. 

TIME INTERVAL Set this item to 0 when it is used as the 

FOCAS2/Ethernet function. 

Note: 

The unit of the time interval is 10ms. The allowable 

range is between 10 and 65535. A time interval less 

than 100ms cannot be set. 

AVAILABLE DEVICE Enabled device of the embedded Ethernet. 

Either the embedded Ethernet port or the PCMCIA 

Ethernet card is displayed. 
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Note: 

The parameters for the embedded Ethernet port and the 

parameters for the PCMCIA Ethernet card are independent 

of each other. 

Please make sure the available device is EMBEDDED if 

you want to use the embedded network interface. 

 

  



2018/8/7  Version: V1.2  Neal.Chen 

STEP 2: FANUC FOCAS 網路連線測試 

 

 先使用 Telnet 工具測試 FOCAS 端口是否開啟 

telnet IP address  port number 

EX:  telnet 192.168.0.100 8193 

 

 

 WebAccess/CNC FANUC 連線(2016 Q4) 
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STEP 3: FANUC CNC 連線功能對應畫面 

座標資訊 & 狀態顯示 

 

伺服軸負載 
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NC program List 

 

 

PLC Register 參數 
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工具補正參數 

 

 

工件座標參數 

 


